ALL POSITION

Main Features:
Good performance in both traction and steering.Suitable for
all wheel positions of trucks and buses,lt can avoid RIB
clipping stones and cracking.

SIZE PR STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL
RIM INDEX |DEPTH(MM) (RATING [ LOAD(KG)S/D S/D WIDTH(MM) [DIAMETER(MM)
7.50R16LT | 14 6.00G 122/118 12.0 L 1500/1320 770/770 215 805
8.25R16LT 16 6.50H 128/124 14.5 L 1800/1600 770/770 235 855
8.25R20 | 16 6.5 139/137 15.0 K 2430/2300 930/930 236 974
9.00R20 | 16 7.00 144/142 15.5 K 2800/2650 900/900 259 1019
10.00R20 | 18 7.50 149/146 16.5 K 3250/3000 930/930 278 1054
11.00R20 18 8.00 152/149 17 K 3550/3250 930/930 293 1085
12.00R20 | 18 8.50 154/151 17 K 3750/3450 830/830 315 1125
12.00R24 20 8.50 160/157 16 K 4500/4125 900/900 315 1226
13R22.5 18 9.75 154/151 14.5 K 4000/3350 875/875 320 1124
315/80R22.5 20 © 156/150 14.5 M 4000/3350 850/850 312 1076

<&l

ALL POSITION

TT618

Main Features:

Low resistance of rolling,excellent drainage perfor mance,good
ability in self cleaning in rainy days.Suitable for highway and
common roads.

SECTION
WIDTH(MM)

OVERALL
DIAMETER(MM)

SIZE PR STANDARD

LOAD
RIM INDEX

PATTERN | SPEED MAX PRESSIRE(KPA)
DEPTH(MM) | RATING | LOAD(KG)S/D S/D

3750/3350 900/900 312 1014

315/70R22.5| 18 9.00

154/150 14.5 M

Main Features:

Designed for driving wheels of trucks on all kinds of difficult roads.
Excellent traction,and braking performance.Excellet anti-irregular-
wear performance.

STANDARD| LOAD | PATTERN | SPEED PRESSIRE(KPA SECTION OVERALL
INDEX |DEPTH( MM) RATING LOAD(KG )S/D WIDTH(MM DIAMETER(MM)
3

15/70R22. 5 18 | 9.00 | 154/150 | 19.5 3750/3350 900/900 1014
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PATTERN 11500 TT450 TT580 TT618 TT612 TT614 TT615 TT616 TT698 TT69 TT607 TT68

SIZE

7.00R16

TT78
P16 PO1

TT66
P18

TT787
P18

TT904 TT865
P12 P17

TT867 TT902 TT98 TT903
PO7 P16 P04 P06

TT717 TT601
P04 P03

P08 P06 P08 P02 P14 P19 P14 P15 P13 P02 P09

TBR AVAILABLE SIZES AND TREAD PATTERNS

TT900 TT88 TT869 TT99 TT608 TT619 TT613
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295/80R22.5
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315/70R22.5

275/70R22.5

295/75R22.5

285/75R24.5

225/70R19.5
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Production classification

ALL
POSITION

STEERING

TT78 TT614 TT787

TT618 TT615 TT902

17616l TT865

TT867 TT68

TT698 TT66

[ tro8 M TT607 TT580

 Tras0 M 171200 TT869

TT69 TT903 TT99

TT717 TT601 TT904

TT900 TT88 TT608

TRAILER

TT619

TT613




Main Features:

Designed for driving wheel of the truck on all kinds of difficult road
conditions.With Excellent traction and breaking performance.
Excellent anti-irregular-wear performance,with higher original mileage.

SizE or | STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA)| SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM)  [DIAMETER(MM)

11R22.5 | 16 8.25 146/143 205 3000/2725 830/830 279 1050

11R24.5 16 8.25 149/146 20.5 3250/3000 830/830 279 1104

K< 3/

Main Features:

Deep tread depth for longer using time. Suitable for complex
roads, specially designed for mine roads. Excellent performance
in rough road conditions.

SIZE STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL
RIM INDEX |DEPTH(MM) (RATING [ LOAD(KG)S/D S/D WIDTH(MM) [DIAMETER(MM)
10.00R20 | 18 7.50 149/146 20 L 3250/3000 930/930 278 1054
11.00R20 18 8.00 152/149 20.5 L 3550/3250 930/930 293 1085
12.00R20 | 18 8.50 154/151 21 L 3750/3450 830/830 315 1125

Main Features:

Suitable for driving wheels, with high loading capacity.

Good traction,braking and sideslipping resistance ability.

SIZE PR STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL
RIM INDEX |DEPTH(MM)[RATING| LOAD(KG)S/D S/D WIDTH(MM) |DIAMETER(MM)
12R22.5 | 16 9.0 150/147 18 K 3350/3075 830/830 300 1084
12R22.5 | 18 9.0 152/149 18 3550/3150 850/850 300 1084
315/80R22.5| 20 9.0 156/150 18 K 4000/3350 850/850 312 1076
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TT450

Main Features:

Good ability in traction, braking, and ground grasping.Suitable
for driving wheels of trucks. Unique pattern design for ordinary and
bad road conditions.

Size STANDARD| LOAD | PATTERN |SPEED MAX PRESSIRE(KPA) | SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM)  [DIAMETER(MM)
18 K

12R22.5 16 9.00 150/147 3350/3000 830/770 300 1084
12R22.5 18 9.00 152/149 18 K 3550/3150 850/850 300 1084

315/80R22.5| 20 9.00 156/150 18 4000/3350 850/850 1076

Main Features:

Suitable for steering and trailer wheels of trucks in Main Features:
common road conditions.Excellent anti-irregular-
wear ability. Wide and thick blocks,extra deep tread depth.Excellent

traction and braking ability.Unique designing with strong
structure, with excellent loading capacity. Suitable for mine
and mountain roads, with long service life.

STANDARD PATTERN | SPEED MAX PRESSIRE(KPA)| SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM)  |DIAMETER(MM)

10.00R20 | 18 7.50 149/146 16.0 K 3250/3000 930/930 278 1054
STANDARD PATTERN MAX PRESSIRE(KPA)| SECTION OVERALL

11.00R20 18 8.00 152/149 16.5 K 3550/3250 930/930 293 1085

RIM INDEX [DEPTH(MM) LOAD(KG)S/D S/D WIDTH(MM)  |DIAMETER(MM)

12.00R20 | 18 8.50 154/151 17 K 3750/3450 830/830 315 1125
10.00R20 | 18 7.50 149/146 21 G 3250/3000 930/930 278 1054

12.00R24 20 8.50 160/157 16 K 4500/4125 900/900 315 1226
11.00R20 18 8.00 152/149 21 G 3550/3250 930/930 293 1085
12.00R20 | 18 8.50 154/151 22 G 3750/3450 830/770 315 1125
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Main Features:

Suitable for highway use,long distance and national transport for
truck and bus.Special tread compound for low heating generation,
better performance in abrasion and cutting resistance.Unique
tread profile offers lower gasoline consumption.Excellent inner
compound and bead design, avoid air leakage.Super griping
ability in wet road conditions. Improved driving comfort and
reduced rolling noise.

SIZE STANDARD| LOAD | PATTERN | SPEED PRESSIRE(KPA SECTION OVERALL
INDEX |DEPTH(MM)[RATING LOAD(KG )S/D WIDTH(MM)|DIAMETER(MM)

TT200

Main Features:

Mixed pattern; Sideslip resistance; Pitch pattern designed;
Good ground griping capability; Low noise; Suitable for
all kinds of the roads of the town

PRESSIRE(KPA)| SECTION
WIDTH(MM)

SIZE PR STANDARD| LOAD | PATTERN | SPEED MAX
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D

12.00R24 | 20 8.50 160/157 4500/4125 900/900 315

OVERALL

DIAMETER(MM

1226

)

Main Features:

Mixed rib pattern; Sideslip resistance; Pitch pattern designed;
Low noise; Good ground griping capability; Suitable for all
kinds of the roads of the town.

225/70R19.5

6.75

128/126

13.8

1800/1700

760/760

275/70R22.5

18

8.25

144/141

14.3

M

2800/2575

830/830

276

958

<l

315/80R22.5

SizE STANDARD| LOAD | PATTERN |SPEED PRESSIRE(KPA) | SECTION OVERALL
INDEX |DEPTH(MM) |RATING| LOAD( KG)S/D WIDTH(MM)  |DIAMETER(MM)
12.00R24 8.50 160/157 4500/4125 900/900 315 1226
20 9.0 156/150 16.5 4000/3350 850/850 312 1076
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TT900

Main Features:

Excellent braking performance,suitable for poor road conditions.
Designed for driving wheel position,with longer using life.

STANDARD| LOAD | PATTERN |SPEED MAX PRESSIRE(KPA)| SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM)  |DIAMETER(MM)

SIZE PR

12.00R24 | 20 160/157 4500/4125 900/900

Main Features:

High loading capability; Good traction, braking and
sideslip resistance; Suitable for driving wheels.

Main Features:

Suitable for driving wheels use.Unique pattem design
provides excellent griping and driving capability,also
enhanced tyre safety and abrasion resistance performance.

szt | pr | STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA)| SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D ) WIDTH(MM)  |DIAMETER(MM)
12R225 | 16 9.00 | 150/147 18 K 3350/3000 800/800 300 1084
12R22.5 18 9.00  152/149 18 K 3550/3150 850/850 300 1084
13R225 | 16 9.75 | 152/149 215 L 3750/3350 850/850 320 1124
19R225 18 e | e 212 X HLTYEES 7T <20 iz STANDARD PATTERN MAX PRESSIRE(KPA)| SECTION OVERALL
315/80R22.5| 20 9.00 | 156/150 18 K 4000/3350 850/850 312 1076 RIM DEPTH(MM) |[RATING | LOAD(KG)S/D sD WIDTH(MM)  |DIAMETER(MM)
11R22.5 |16 825 | 146/143 | 15 M 3000/2725 830/830 279 1054
11R245 14 825  146/143 15 L 3000/2725 800/800 279 1104
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Main Features:

Suitable for driving wheels.Open shoulder and deep
pattern depth offer better griping performance.The
reinforced hump at lug bottom provides excellent
stone ejection and cut resistance.Minimized driving
vibration.

SIZE STANDARD| LOAD | PATTERN | SPEED PRESSIRE(KPA SECTION OVERALL
INDEX |DEPTH(MM)|RATING LOAD(KG )S/D WIDTH(MM)  [DIAMETER(MM)

7.50R16LT 6.00G 122/118 14.5 L 1500/1320 770/770

8.25R16LT 16 6.50H 128/124 15.2 L 1800/1600 770/770 235 865
11.00R20 | 18 8.00 152/149 19 K 3550/3250 930/930 293 1096
12.00R20 18 8.50 154/151 19.5 K 3750/3450 830/ 830 315 1136
12.00R20 | 20 8.50 156/153 19.5 K 4000/3650 900/ 900 315 1136

<<€l

TT608

Main Features:

Extra deep tread provides excellent grip and driving capability,
and also enhance tyre safety and abrasion resistance
performance.Suitable for driving wheels.

STANDARD PATTERN MAX PRESSIRE(KPA)| SECTION OVERALL

RIM DEPTH(MM) LOAD(KG)S/D SD WIDTH(MM)  |DIAMETER(MM)
11R225 | 14 | 825 | 144/142 21 M 2800/2650 720/720 279 1065
11R225 16 825  146/143 21 M 300012725 830/830 279 1065
205/80R22.5| 18 | 9.00 | 152/149 20 M 3550/3150 850/850 208 1050
12R225 16 900  146/143 19.0 L 3350/3075 830/830 300 1096
12R22.5 | 18 | | 150/147 | 19.0 | L | 3550/3250 930/930 300 1096

Main Features:
Unique belt structure with high wear resisting performance; Low

heat generation compound in tyre tread and sidewall.
Optimized and reinforced tire bead design.

Mixed tread pattern especially for driving axle of trucks.
Deep pattern provides better mileage.

SizE or | STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA) | SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM)  |DIAMETER(MM)

7.50R16LT | 14 6.00G | 124/121 15.0 K 1400/1250 770/770 215 805

8.25R16LT 16 6.50H = 128/124 15.5 K 1800/1600 770/770 235 855

10.00R20 | 18 7.50 149/146 19.0 K 3250/3000 930/930 278 1054

11.00R20 = 18 8.00 152/149 19.0 K 3550/3250 930/930 293 1085

12.00R20 | 18 8.50 154/151 19.0 K 3750/3450 830/830 315 1125
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Main Features:

The pattern of design for high speeding of driving on roads, excellent
performance under high speed of driving; Closed tire shoulder design,
reducing side abrasion. By four straight main slots and it delivers
superior stability and drainage of driving. Low noise during driving,
high wear resistance.

STANDARD PATTERN [ SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL
RIM INDEX |DEPTH(MM) [RATING [ LOAD(KG)S/D S/D WIDTH(MM) |DIAMETER(MM)
11R22.5 | 14 8.25 144/142 15 K 2800/2650 720/720 279 1054
11R225 16 8.25 146/143 15 K 3000/2725 830/830 279 1054
12R22.5 | 16 9.00 150/147 15 K 3350/3075 830/830 300 1085
12R225 | 18 9.00 152/149 15 K 3550/3250 930/930 300 1085
295/80R22.5| 16 9.00 150/147 15 K 3350/3075 830/830 298 1044
295/80R22.5 18 9.00 152/149 15 K 3550/3250 900/900 298 1044
315/80R22.5| 18 9.00 151/148 15 K 3450/3150 760/760 312 1076
315/80R22.5 20 9.00 154/151 15 K 3750/3450 830/830 312 1076

K< 13)

Main Features:

Suitable for trailer or steer wheel of the truck and bus
on the express road and common grade road.

SIZE PR STANDARD| LOAD | PATTERN | SPEED MAX
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D

13R22.5 | 18 9.75 154/151 14.5 K 4000/3350 875/875

PRESSIRE(KPA)

STEERING

SECTION OVERALL
WIDTH(MM)  |DIAMETER(MM)

320 1124

Main Features:

With extra anti-side and wet skid resistance; good resistance to
wear and tear; anti-stab bar; super anti-impact force and
radiating performance; Suitable for highway and common way.

STANDARD PATTERN MAX PRESSIRE(KPA) | SECTION OVERALL

RIM DEPTH(MM) LOAD(KG)S/D S/D WIDTH(MM) |DIAMETER(MM)
12R22.5 | 14 9.0 | 144/142 145 M 3350/3000 800/800 300 1084
12R22.5 16 9.0 | 146/143 145 3550/3150 850/850 300 1084
295/80R22.5| 14 9.0 | 150/146 145 M 3350/3000 800/800 298 1044
295/80R22.5 16 9.0 | 152/148 145 M 3550/3150 850/850 298 1044
315/80R22.5| 20 9.0 | 156/150 145 M 4000/3350 850/850 312 1076
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TT902

Main Features:

Superior anti-irregular wearing performance and extended
mileage;low heat generation and noise,small rolling
resistance,fine guiding performance

STANDARD PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL
RIM DEPTH(MM) [RATING [ LOAD(KG)S/D S/D WIDTH(MM) |DIAMETER(MM)
11.00R20 | 18 8.00 152/149 16.5 L 3550/3250 930/930 293 1085
12.00R20 18 8.50 156/153 15 L 3750/3450 830/ 830 315 1125

Main Features:

Rib pattern, extra sideslip resistance, pitch pattern
designed; low noise; special formulation design; super
anti-wet property; good abrasion resistance. suitable for Main Features:

front wheel and trailer wheel. Unique tread belt structure,and high anti-wearing performance.
Suitable for steering and trailer wheels, Optimized and
reinforced tire bead design.

STANDARD PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL

RIM DEPTH(MM) [RATING [ LOAD(KG)S/D S/D WIDTH(MM) |DIAMETER(MM)
STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL

SIZE | PR
11R22.5 | 16 | 825 | 146/143 13 M 300072725 830/830 279 1050 RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D SiD WIDTH(MM)  [DIAMETER(MM)
12R225 16 9.00  150/147 14.5 M 3350/3000 800/800 300 1084
11R225 | 14 | 825 | 144/142 | 150 M 2800/2650 720/720 279 1054
12R225 | 18 | 900 | 152/149 14.5 M 3550/3150 850/850 300 1084
11R225 16 825  146/143 150 M 3000/2725 830/830 279 1054
205/80R22.5 16 9.00  146/143 14.5 M 3350/3000 830/830 208 1044
12R225 | 14 9.0 146/143 | 150 L 3000/2725 720/720 300 1085
1 : 146/14 14, M /31 / 2 1044
295/80R22.5| 18 |  9.00 6143 ° 355073150 9007900 9 0 12R225 16 90  150/147 150 L 3350/3075 830/830 300 1085
315/80R22.5 20 9.00  156/150 14.5 M 4000/3350 850/850 312 1076
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STEERING
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TT865

Main Features:

Suitable for highway and common road
condition.Designed for long distance and national
transport for trucks and buses.Unique tread
compound,with low heat generation,and better
abrasion. Super griping ability on wet roads.

SIZE STANDARD| LOAD | PATTERN | SPEED PRESSIRE(KPA SECTION OVERALL
INDEX |DEPTH(MM)[RATING LOAD(KG )S/D WIDTH(MM)(DIAMETER(MM)

295/75R22.5| 1 9.00 |146/143 14.8 3000/2725 830/830 1014
11R24.5 16 8.25 149/146 14.8 L 3250/3000 830/830 279 1104
285/75R24.5| 16 8.25 |147/144 14.8 L 3075/2800 830/830 283 1050
11R22.5 16 8.25 146/143 15 L 3000/2725 830/830 279 1054

TT787

Main Features:

Suitable for steering and trailer wheels,unique compound makes
sure long using life,and nice anti-wearing ability.Excellent
performance in self-cleaning and drainage during rainy days.

SIZE STANDARD| LOAD | PATTERN | SPEED PRESSIRE( KPA) SECTION OVERALL
INDEX |DEPTH(MM)[RATING LOAD(KG )S/D WIDTH(MM) |DIAMETER(MM)
12R22.5 150/147 14.5 3350/3000 800/800 300 1084
12R22.5 18 9.0 152/149 14.5 M 3550/3150 850/850 300 1084
315/80R22.5| 20 9.0 156/150 14.5 M 4000/3350 850/850 312 1076

TT66

Main Features:

Suitable for long journey, can be applied to all wheels for
highway and good road condition. Unique tread design and
compound, low heat generation and low rolling resistance. Good
performance in both steering and driving.

STANDARD PATTERN [ SPEED MAX

PRESSIRE(KPA) [ SECTION

OVERALL

RIM INDEX |DEPTH(MM)[RATING| LOAD(KG)S/D S/D WIDTH(MM) |DIAMETER(MM)
19R22.5 16 9.00 146/143 15 L 3000/2725 830/830 300 1085
' 18 9.00 150/147 15 L 3550/3075 930/930 300 1085
16 9.00 150/147 15 M 3350/3075 830/830 298 1050
295/80R22.5
18 9.00 152/149 15 M 3550/3250 900/900 298 1050
315/80R22.5| 20 9.00 156/150 15 L 4000/3350 850/850 312 1076
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STEERING

Main Features:

Designed for steering and trailer wheels of the trucks.
Excellent drainage and self-cleaning performance.Lower
heat generation and rolling resistance,with higher using
life.Suitable for highway transport for trucks.

SizE STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA)| SECTION OVERALL
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM) [DIAMETER(MM)
8.25 M 279

11R22.5 | 16 146/143 14.5 3000/2725 830/830 1050

11R24.5 16 8.25 149/146 14.5 M 3250/3000 830/830 279 1014

<19

TRAILER

TT619

Main Features:

Suitable for middle and long distance transport on common
road conditions.Excellent stability when driving,with high loading
capacity.Designed for trailer wheels.

STANDARD| LOAD | PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL

SIZE PR
RIM INDEX |DEPTH(MM)|RATING| LOAD(KG)S/D S/D WIDTH(MM) [DIAMETER(MM)

385/65R22.5 20 11.75 160 15 L 4500 900/900 389 1072

Main Features:

Excellent stability when driving,with better griping ability.Higher
loading capacity,and longer using life.Unique pattern design,
suitable for trailer wheels.

STANDARD PATTERN | SPEED MAX PRESSIRE(KPA) [ SECTION OVERALL

RIM INDEX |DEPTH(MM)[RATING| LOAD(KG)S/D S/D WIDTH(MM) [DIAMETER(MM)

385/65R22.5| 20 11.75 160 15 L 4500 900/900 389 1072
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OTR

Main Features:

For dump truck, loader and bulldozer, be used in mining and construction application.
Aggressive tread block provides excellent stability and cut resistance. Special tread
compound offers premium abrasion resistance and Super-square tread gives top grip
capability and excellent traction performance.

TREAD | DESIGN NEW TYRE MAX LOAD INFLATION
Noex | 1veE DIMENSIONS(MM) CAPACITY(KG) PRESSURE(KAP)
OUTER DIAMETER ~ER DIAMETER 10KM/H 50KM/H 10KM/H 50KM/H
* 176/157 TL 14.00/1.5 L-3-/E-3 1348 445 7100 4125 450 350
17.5R25
* ok 182/167 TL 14.00/1.5 L-3-/E-3 1348 445 8500 5450 575 450
* 186/168 TL 17.00/2.0 L-3-/E-3 1492 520 9500 5600 450 350
20.5R25
*k 193/177 TL 17.00/2.0 L-3-/E-3 1492 520 11500 7300 575 450
* 195/176 TL 19.50/2.5 L-3-/E-3 1617 597 12150 7100 450 350
23.5R25
*k 201/185 TL 19.50/2.5 L-3-/E-3 1617 597 14500 9250 575 450
* 202/184 TL 22.00/3.0 L-3-/E-3 1750 673 15000 9000 450 350
26.5R25
* ok 209/193 TL 22.00/3.0 L-3-/E-3 1750 673 18500 11500 575 450
* 208/191 TL 25.00/3.5 L-3-/E-3 1873 750 18000 10900 450 350
29.5R25 *k 216/200 TL 25.00/3.5 L-3-/E-3 1873 750 22400 14000 575 450

Main Features:

For dump truck, loader and bulldozer
application. Non-directional tread design offers
the excellent traction, grip, cut and choking
resistance performance.

SIZE TRA RIM [ORIGINAL
CODE SIZE TREAD(MM)
10 L-3

TUBE|INFLATION DIMESION| PRESSIRE(KPA) S/D | SPEED VERSUS OMFLATION
TYPE
TT

10KM/H  50KM/H PRESSURE(KPA)

13(SDC) 26 1075 410 4200 2400 325 250

16/70-20 14 L-3 13(SDC) 26 T 1075 410 5150 2925 450 350
18 L3 13(SDC) 26 T 1075 410 5800 3350 550 450

12 L-3 14.00/1.5 30 TLTT 1350 445 6150 3650 350 225

17.5-25 16 L3 14.00/1.5 30 TUTT| 1350 445 7300 4250 475 300
20 L-3 14.00/1.5 30 TLTT 1350 445 8250 5000 575 400

20 L3 17.00/2.0 32 TUTT| 1490 520 9500 6000 450 325

20.5-25 24 L-3 17.00/2.0 32 TUTT 1490 520 10300 6700 525 400
28 L3 17.00/2.0 32 TUTT| 1490 520 11500 7500 625 475

20 L-3 19.50/2.5 36 TLTT 1615 595 10900 7300 375 300

23525 24 L-3 19.50/2.5 36 TUTT| 1615 595 12500 8000 475 350
28 L-3 19.50/2.5 36 TUTT 1615 595 13600 8750 550 400

L 21

TRANSTONE TYRE LIMITED WARRANTY
Every tyre purchased from SHANDONG TRANSTONE TYRE CO.,LTD(Transtone tyre) and bearing our
brand names-TRANSTONE KINGRUN SAFEMAX SAFESTONE are warranted by this warranty policy.
The manufacturer/Transtone tyre assures the customer by offering warranty against products failures
attributed to deficiency in design,materials&workmanship.Compensation to the customer is offered
equivatlent to the value of the remaining life of the product,which has failed due to manufacturing defect.
The warranty Policy&Procedure can be documented as under:
LIMITED WARRANTY
The compensation amount will be determined by multiplying the Current Adjustment Base Price(C.A.B.P.)by
the percentage of tread depth remaining on the retumed tire.
Tcost of mounting,balancing and any other service charges should be paid by owner.

Tread depth remaining on retumed tire

Oompensation amount=C.A.B.P.
Tread Depth on New Tire

PROCEDURE

The customer shall report to the Transtone tyre the details of the product,which has failed due to

manufacturing defect in the claim form,along with two pictures of the Failed product showing the defect and

serial number in the product..

On receipt of the claim formé&the pictures of the failed product the The manufacturer/Transtone tyre will offer

compensation based on the report or request the customer to hold the failed product for examination by their

Technical expert whose visit shall be arranged within one month from the date of receipt of the claim form if

needed.

Credit against the approved claims shall be given against next consignment.

Name & address including e-mail id,of the Manufacturer’s representative.to whom the claim forms are to be

sent should be mentioned on the claim form.
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